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PART NUMBER: DATE:

PROJECT #: TYPE:

PREPARED BY:

Type: Conduit measuring tape

Material: Polyester

Package Type: Spool

Physical Specifications 

Polyester pull line is superior to Nylon in cycle loading and abrasion. Pre-lubed 
for low friction and has a softer feel for easier handling by linemen.

PRODUCT DESCRIPTION

• Sequential footage markers

• Made from strong, waterproof polyester

• Abrasion resistant

features

Made in USA 

Standards & Specifications 

PULL & MEASURE TAPE
TECHNICAL DATA SHEET 



F4P  11675 SW TOM MACKIE BLVD, PORT ST LUCIE, FL 34987  •  TEL: 772.408.5211 W W W . F 4 P - U S A . C O M

PART NUMBER: DATE:

PROJECT #: TYPE:

PREPARED BY:

PART NUMBER STOCK CODE DIAMETER LENGTH TENSILE STRENGTH

F4P PMT12-500 0331-6884 1/2" 500' 1250 LB

F4P PMT12-1500 0331-6887 1/2" 1500' 1250 LB

F4P PMT12-3000 0318-8142 1/2" 3000' 1250 LB

F4P PMT34-500 0331-6896 3/4" 500' 2500 LB

F4P PMT34-1500 0331-6899 3/4" 1500' 2500 LB

F4P PMT34-3000 0318-8148 3/4" 3000' 2500 LB

F4P PMT58-500 0331-6890 5/8" 500' 1800 LB

F4P PMT58-1500 0331-6893 5/8" 1500' 1800 LB

F4P PMT58-3000 0318-8145 5/8" 3000' 1800 LB

F4P PMT316-3000 0318-8136 3/16" 3000' 400 LB

Ordering information 

Recommendations for use of this product are based on tests we believe to be reliable. Manufacturer and seller are not responsible for results where this 
product is used under conditions beyond our control. If when applied as directed, this material peels, cracks or separates, it will be replaced without 
charge upon presentation of proof of purchase and used cartridge. This limited warranty only applies to residential use and damages including 
consequential damage and other remedies. No other warranties apply, including fitness for a particular purpose.  

DISCLAIMER

MSDS/EDS/PRODUCT DATA SHEETS: f4p-usa.com          CUSTOMER SERVICE: 772-408-5211

RESOURCES


