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PART NUMBER: DATE:

PROJECT #: TYPE:

PREPARED BY:

Color Options:  Black, Blue, Brown, Green, Grey, Orange, Purple, Red, White, Yellow 

Adhesion to Backing: 2.3 N/cm

Adhesion to Steel: 2.5 N/cm

Tensile Strength: 32 N/cm

Maximum Voltage: 600 V

Maximum Temperature: 221 ˚F (80 ˚C)

Physical Specifications 

F4P's professional grade PVC electrical tape surpasses all industry standards 
in adhesion, elasticity, and weather resistance. The anti-abrasive, rubber based 
adhesive is resistant to weather/UV, moisture, acid and alkali. It also meets all 
ROHS, UL and CSA requirements.

PRODUCT DESCRIPTION

• UV/Sunlight resistant 

features

•  Insulate electrical wires

Applications

Flame Retardant: Yes

Lead Free: Yes

MADE IN CHINA

Standards & Specifications 

PREMIUM GRADE ELECTRICAL TAPE
TECHNICAL DATA SHEET 
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PART NUMBER: DATE:

PROJECT #: TYPE:

PREPARED BY:

PART # STOCK CODE LENGTH WIDTH MAX TEMP. MAX VOLTAGE PACK QTY CASE QTY COLOR

F4P TBK PRO 0300-1662 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TBL PRO 0448-7508 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TBN PRO 0448-7511 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TGN PRO 0448-7514 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TGY PRO 0448-7517 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TOR PRO 0448-7520 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TPL PRO 0448-7523 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TRD PRO 0448-7526 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TWH PRO 0448-7529 66 FT 3/4" 221°F (80°C) 600V 1 200

F4P TYW PRO 0448-7532 66 FT 3/4" 221°F (80°C) 600V 1 200

Ordering information 

Recommendations for use of this product are based on tests we believe to be reliable. Manufacturer and seller are not responsible for results where this 
product is used under conditions beyond our control. If when applied as directed, this material peels, cracks or separates, it will be replaced without 
charge upon presentation of proof of purchase and used cartridge. This limited warranty only applies to residential use and damages including 
consequential damage and other remedies. No other warranties apply, including fitness for a particular purpose.  

DISCLAIMER

MSDS/EDS/PRODUCT DATA SHEETS: f4p-usa.com          CUSTOMER SERVICE: 772-408-5211

RESOURCES


