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PART NUMBER: DATE:

PROJECT #: TYPE:

PREPARED BY:

Tensile Strength: 24 lb. in. 
Elongation: 160% 

Physical Specifications 

F4P PT200 Packing tape is perfect to have on hand for general use or to be used 
to seal up cartons or boxes for shipment. 

PRODUCT DESCRIPTION

Substrate: Biaxially-Oriented Polypropylene
Film Thickness: 1.10 mil
Color: Clear and Tan
Adhesive: Aqueous Acrylic Adhesive 
Adhesive Thickness: 0.70 mil

PHYSICAL PROPERTIES 

• General Purpose Packaging
• Light Duty Carton Sealing 

Applications

Packing tape 
TECHNICAL DATA SHEET 

Recommendations for use of this product are based on tests we believe to be reliable. Manufacturer and seller are not responsible for results where this 
product is used under conditions beyond our control. If when applied as directed, this material peels, cracks or separates, it will be replaced without 
charge upon presentation of proof of purchase and used cartridge. This limited warranty only applies to residential use and damages including 
consequential damage and other remedies. No other warranties apply, including fitness for a particular purpose.  

DISCLAIMER

MSDS/EDS/PRODUCT DATA SHEETS: f4p-usa.com          CUSTOMER SERVICE: 772-408-5211

RESOURCES

PART NUMBER STOCK CODE DESCRIPTION

F4P PT200 0318-8604 2" X 110 YD PREMIUM PACKING TAPE

Ordering information 


